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Product &
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Excellence 
Award

• 6 customized opening to greatly enhance suction power 

• Angled cooker hood with premium black glass surface

• Suction power: 1400 m3/h

• Exhaust / recirculation option

• 6 layer washable aluminum filter

• Carbon filter

• Low noise level ≤56db

• 3 meters aluminum hose

• Stainless steel wall cap

• LED lights

• Hose dimension: 150mm

• Recommended installation height from gas hob : 400mm ~ 500mm

• Recommended installation height from electric hob : 300mm ~ 450mm

WM: RM 1,799 EM: RM 1,999Kitch KCH-3388  Multiple Angle Opening° Cooker Hood
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Dimension

TWIN 
TURBO 

MOTOR

WM: RM 2,199 EM: RM 2,399
• Elegant and stylish design with 6mm black tempered glass which makes it very easy to clean

• Power Boost Twin motor which offer extremely strong suction power

• Suction power: 1600 m3/h

• Metal oil cup which is 5 times bigger than traditional size

• Modern and stylish touch control design with easy operation

   and with timer functions

• Total 6 speeds power

• Low noise level ≤56db

• 3 meters aluminum hose

• Stainless steel wall cap

• LED lights

• Hose dimension: 175mm

• Recommended installation height from gas hob : 400mm ~ 500mm

• Recommended installation height from electric hob : 300mm ~ 450mm
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Kitch KCH-3888  Twin Motor Angled Cooker Hood
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• Primium stainless steel housing

• 5 cooking functions + 1 light function

• Capacity 57 litres

• Total power: 2300W

• Mechanical turn knob design

• Timer Function: 0 - 120 minutes

• Cavity cooling system

• Removable door for easing cleaning

• Double glazed removable tempered glass for easy

   cleaning

Accessories Included:

• Universal baking pan x 1

• Oven rack x 1

• Elegant black tempered glass and classic stainless 

   steel handle which make it very easy to clean

• 8 cooking functions + 1 light function

• Capacity 57 litres

• Total power: 3350W

• Touch sensor with mechanical turn knob design

• With preset and timer function

• Cavity cooling system

• Removable door for easing cleaning

• Double glazed removable tempered glass for easy

   cleaning

Accessories Included:

• Universal baking pan x 1

• Oven rack x 1

KITCH KC-OV288-9F  Build-in Electric Oven RP: EM: RM2,499 WM: RM2,299 PWP: EM: RM1,899* WM: RM1,699*

KITCH KC-OV268-6F Build-in Electric Oven RP: EM: RM1,999 WM: RM1,799 PWP: EM: RM1,499* WM: RM1,299*

*Purchase with Purchase (PWP) is applicable with purchase of cooker hood plus cooker 
  package only

Remarks: There will be a variance of ±20°C from the temperature set during operation
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Glass Panel         : Heat resistance ceramic glass

Button Design        : Touch control system, LED display

Function        : Cook, stir-fry, steam, stew, barbeque, grille, 

            simmer, roast

Power Supply        : 220 - 240V - 50 / 60Hz

Standby Electricity         : 2W

Cooking Zone        : 2

Cooking Range        : Total Power 2800W, 

          Lowest 200W, Highest 2000W

Timer        : 180 minutes (3 hours)

Auto-Cut Off        : 120 minutes

Electronic overheating protection

Free Standing or Built-in

Product Features:
• Power Sharing to save more energy

690mm
420mm

Dimension

400mm

Kitch KC-DI668 Double Induction Cooker
Plug Used

13amp

WM: RM 1,199 EM: RM 1,399

Suit for induction compatible cookware materials
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Remarks: There will be a variance of ±20°C from the temperature set during operation
*Purchase with Purchase (PWP) is applicable with purchase of cooker hood plus cooker package only
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